Notice No.3 


Rules and Regulations for the 
Classification of Offshore Units 
July 2017 


The status of this Rule set is amended as shown and is now to be read in conjunction with this and prior Notices. 
Any corrigenda included in the Notice are effective immediately. 


Please note that corrigenda amends to paragraphs, Tables and Figures are not shown in their entirety. 


Issue date: June 2018 


IACs/IMO 


Amendments to Effective date implementation 
(if applicable) 


Part 1, Chapter 2, Section 2 Corrigendum N/A 


Part 1, Chapter 1, Section 12 Corrigenda N/A 


Part 3, Chapter 5, Section 1 Corrigendum N/A 
Part 3, Chapter 17, Section 1 Corrigendum N/A 
Part 4, Chapter 5, Section 1 Corrigendum 


[2 Lloyd's Working together 
Register for a safer world 


Part 1, Chapter 2 
Classification Regulations 


7 Section 2 
Definitions, character of classification and class notations 
2.4 Class notations (hull/structure) 


2.4.18 The ShipRight SDA notation may be retained by LR Classed tankers after conversion to a floating offshore installation at a 
fixed location for service in a moderate environment as defined in Pt 10, Ch 1, 1.2 Definitions 1.2.3. aad-PtiCh2 2.4 Class notations 


Part 1, Chapter 3 
Periodical Survey Regulations 


7 Section 12 
Screwshafts, tube shafts and propellers 
12.1 Definitions 


12.1.4 Oil sample examination. An oil sample examination is a visual examination of the stern tube sterntube lubricating oil taken in 
the presence of a Surveyor, with a focus on water contamination. 


All instances of stern tube have been replaced with sterntube throughout this Ruleset. 


Part 3, Chapter 5 
Fire-fighting Units 


. Section 1 
General 
1.2 Class notations 


1.2.5 Support units may be assigned additional class type notations when appropriate, see Pt 3,-Ch 4,42 Class notations 422 
Pt 3, Ch 4, 1.2 Class notations. 


Part 3, Chapter 17 
Pipe-laying Units 


] Section 1 
General 


1.1 Application 


1.1.7 Requirements additional to those of this Chapter may be imposed by the National Authority in the country in which the unit is 
registered and/or Coastal State Authority under which jurisdiction the unit is to operate e.g. pipe-laying units may require compliance 
with ISPS Code - International Code for the Security of Ships and of Port Facilities and The International Code of Safety for Special 
Purpose Ships (SPS Code) supplemented by the stability requirements of the 2009 MODU Code. 


Part 4, Chapter 5 
Primary Hull Strength 


: Section 1 
General requirements 
1.3 Primary structure 


1.3.8 Members of lattice type structures may be designed in accordance with a recognised Code as defined in Pt 12-Ch 4-9 
Goencerete structures Pt 12, Ch 1, 18 General structural items (skids, support frames and trusses etc). 
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